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CONTRACT ADDENDUM NO. 3 
KENMORE PUBLIC WORKS OPERATIONS CENTER 
INITIAL SITE WORK 
Project #: F-1 
Bid #: 25-C3160 
 
Date of Issue:   July 16th, 2024 
Date of Opening: The date of the bid opening is AUGUST 7, 2025 

The time of bid opening is 1:00 pm 
 
Notice to All Planholders: 
 
This Addendum No. 3 provides clarifications and revisions to the Contract Documents for the 
KENMORE PUBLIC WORKS OPERATIONS CENTER 
INITIAL SITE WORK 
Project #: F-1 
Bid #: 25-C3160 
 
This Addendum is hereby made a part of the Contract Documents and modifies the Contract 
Documents issued on July 16th, 2025.  This Addendum shall be attached to the Contract Documents 
and shall be taken into consideration by the Bidders in submitting their bids. 
 
Bidders shall acknowledge receipt of Addendum No 3 in the empty space on the BID PROPOSAL, 
page 2.  Failure to do so may subject the Bidder to disqualification of its Bid. 
 
This Addendum has been posted on the Builder’s Exchange Washington website 
http://www.bxwa.com/bxwa_toc/pub/267/ken18_kenmore_public_works_ope_72294/info.php 
and will be emailed to registered plan holders of record. 
 
SUMMARY OF CHANGES AND CLARIFICATIONS 
The following clarifications and changes are made to the documents.  These supersede any verbal 
response to questions and any clarifications made at the pre-bid conferences.  Only written 
clarifications and changes transmitted in addendums are valid. 
 
Changes to drawings and the project manual are shown following this summary of changes and 
clarifications.  
 
Clarifications and Response to Questions: 
 
1. Will you confirm the builder’s risk insurance requirement included in Section 2.06? 
 Answer: Yes, builder’s risk insurance is required. See section 00 52 00. 
 
MODIFICATIONS TO PROJECT MANUAL 
The following revisions are made to the Project Manual. 
 
00 44 00: Item 4 of the subcontractor list has been revised with the following: 
   
  4.   STRUCTURAL CONCRETE 
 
  The previous items 5 and 6 were renumbered to 8 and 9 respectively. 
   
 
 

http://www.bxwa.com/bxwa_toc/pub/267/ken18_kenmore_public_works_ope_72294/info.php


       
KENMORE PUBLIC WORKS OPERATIONS CENTER 

INITIAL SITE WORK 
Project #: F-1 

Bid #: 25-C3160 
ADDENDUM # 3, AUGUST 6, 2025 

 
From the Offices of WAGNER ARCHITECTS  Page 2 of 2 
 

 

  The following has been added to the subcontractor list: 
 
  5.   CONCRETE FLATWORK 
  6.   REBAR 
 

Items 7. ELECTRICAL, 10, 11 have been added to the list. Items 10 and 11 are 
blank and can be filled out if needed. 

 
MODIFICATIONS TO PROJECT DRAWINGS  
The following revisions are made to the Project Drawings. 
 
AS1.1: The concrete mix strength stated in General Structural Notes 15, item B and C have 

been updated from 4,000 psi to 5,000 psi 
  
 A code clarification was made to the general criteria notes. Geotechnical information 

has been clarified. Statement of Special Inspection has been added. These changes 
do not affect bidding. 

 
 

Total number of pages in this Addendum:    4 pages 
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SECTION 00 44 00 
SUB-CONTRACTOR LISTING 

   
Bidder's Name:  

 SUBCONTRACTOR LIST  

Provide the names of the subcontractors and suppliers with whom the bidder, if awarded the contract, will 
subcontract for performance of the work. 

• The bidder may name itself for the performance of the work. 

• The bidder shall not list more than one subcontractor for each category of work identified 

• If a listed category will include more than one contractor then list the component parts separately. 

• Failure of the apparent low bidder to submit by the bid opening this form shall render the bidder's 
bid nonresponsive and, therefore, void. 

 
 

BID ITEM TO BE WORKED ON 

 

NAME OF SUBCONTRACTOR 

 

APPROXIMATE 
DOLLAR VALUE OF 
WORK TO BE 
PERFORMED  

LIST SUBCONTRACTORS, SUPPLIERS & 
OTHERS WHO WILL RECEIVE 10% OR 
MORE OF THE DOLLAR VAULE OF THE 
CONTRACT 

Attach separate sheet if necessary 
 
 

1.  EARTHWORK 
 
 

 
 

2.  UNDERGROUND UTILITIES 
 
 

 
 

3.  ASPHALT PAVING 
 
 

 
 

4.  STRUCTURAL CONCRETE  
 
 

 
 

5.  CONCRETE FLATWORK   

6.  REBAR   

7.  ELECTRICAL   

5.8.  INSTALLATION OF GEO-THERMAL 
WELLS AND CONNECTIVE 
PIPE_____________________________ 
 

  ________________________    ______________ 

6.9.  CLOSURE OF RESIDENTIAL 
WELLS___________________________ 
 

  ________________________    ______________ 

10.   

11.   

 

* Contractor may not change subcontractors without approval of City. 
*** END OF SECTION 00 44 00 *** 



General Structural Notes
The Following Apply Unless Noted Otherwise on the Drawings

Criteria Quality Assurance

Geotechnical

Concrete

Anchorage

Abbreviations

AS1.1

General
Structural Notes
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PUBLIC WORKS

OPERATIONS
CENTER

All material appearing herein constitutes the unpublished and 

used, or disclosed without the written consent of the architect.
original work of the architect and may not be duplicated,
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ADDENDUM 3

Continuous Periodic Referenced Standard

Concrete

X
ACI 318: 20, 25.2, 25.3, 

26.6.1 - 26.6.3

X ACI 318: 17.8.2

3. Verifying use of required design mix X ACI 318: 19, 26.4.3, 26.4.4

X
ASTM C172, ASTM C 31, ACI 

318: 26.5, 26.12

X ACI 318: 26.5

X ACI 318: 26.5.3 - 26.5.5

X ACI 318: 26.11.2

X ACI 318: 26.11.1.2(b)

Soils

X

X

X

X

X

Verification and inspection

1. Inspection of reinforcing steel, including prestressing tendons, and placement

2. Inspect bolts to be installed in concrete prior to and during placement of concrete where allowable loads have 

been increased

Statement of Special Inspections

4. At the time fresh concrete is sampled to fabricate specimens for strength tests, perform slump and air content 

tests, and determine the temperature of the concrete

5. Inspection of concrete and shotcrete placement for proper application techniques

6. Inspection for maintenance of specified curing temperatures and techniques

7. Verification of in-situ concrete strength prior to removal of shores and forms from beams and structural slabs

8. Inspect formwork for shape, location and dimensions of the concrete member being formed

1. Verify materials below footings are adequate to achieve the design bearing capacity

2. Verify excavations are extended to proper depth and have reached proper material

3. Perform classification and testing of controlled fill materials

4. Verify use of proper materials, densities, and lift thicknesses during placement and compaction of controlled fill

5. Prior to placement of controlled fill, observe subgrade and verify that site has been prepared properly
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